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RE: RM-9005 - Routine Licensing of Large Numbers of Earth Stations

Yesterday, Carol Tacker, General Counsel, Southwestern Bell Wireless, Paul
Saur, Vice President, Network Operations, Cellular One-Boston, Betsey Granger, Senior
Counsel and Steve Aspell, Microwave Manager, Pacific Bell Mobile Services, and I met
with Richard B. Engelman, Chief, and Chuck Magnuson of the Planning and
Negotiations Division, International Bureau, Karen Gulick, Legal Advisor to
Commissioner Tristani, Peter Tenhula, Legal Advisor to Commissioner Powell, and
David Siddall, Legal Advisor to Commissioner Ness, discuss issues summarized in the
attached material. We are submitting two copies of this notice in accordance with the
Commission's rules.

Please stamp and return the provided copy to confirm your receipt. Please contact
me should you have any questions.
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18 GHz Microwave and CMRS

• Introduction:
- Microwave is used to provide reliable, cost effective back

haul for CMRS. The availability of appropriate spectrum
bands is important to meeting the wireless communication,
needs of the United States.

- New satellite communication systems continue to be
announced that promise spectrum sharing then require
compromising fixed microwave services.

- Fixed microwave services are running out of bands to
relocate into.

- Relocation costs into other bands or segments should be
paid for by new entrants.
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18 GHz Microwave and CMRS

• Overview:
- Microwave Interconnect and CMRS

- Examples of 18 GHz in CMRS Networks

- Spectrum Sharing with Mobile Satellite Operators

- 18 GHz Relocation Options

- 18 GHz Relocation Costs

- Fixed Microwave Service Spectrum Needs
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18 GHz Microwave and CMRS

• Microwave Interconnect and PCS
- Microwave deployment depends on cost and capacity

- Microwave interconnect
• Cost
• Availability of leased DS-I

- Space Limitations for GSM pes Providers
• Single Cabinet

• 5 rack units available for all interconnect functions

• microwave limited to 1 or 2 rack units at most

- Tower limitations
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___~~~~~~~~~~~:,~Jfii)18 GHz Microwave Backbone - Cellular One Boston

• Frequency Range 17.7 - 19.7 GHz TX Power, b

19-29 dBm

• Currently 20 Systems in use, Capacity 4DS-I - IDS3 , ,

• Currently 4 systems under construction

• 2 future sites planned
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Primary Reasons for Using 18 GHz Microwave Systems

• COST EFFECTIVE ~i

• SPACE CONSTRAINT - Digital Interface Unit (DIU)
takes up on 1 equipment rack space

- May be wall mounted if necessary to eliminate the need
for floor space or where floor space is not available.

• MICROCELL APPLICATIONS - DIU can be placed
within the Microcell cabinet. Most units run 24 or 48
volts, eliminating external power requirements.
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Primary Reasons for Using 18 GHz Microwave Systems (cont.) ; (!!f'tfiJ

• DISH SIZE - Path can be engineered and licensed with a
l' or 2' dish which is more acceptable in many locations.

• FREQUENCY CONGESTION - 18 GHz frequencies are-,
more easily obtainable.

• TOWER LIMITATIONS - Smaller dishes are easier to
place, based on structural condition

'I'
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18 GHz Microwave and CMRS (!!}'rcJ

• System Block Diagram
b
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• Indoor Unit Detail

18 GHz Microwave and CMRS

b
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18 GHz Microwave and CMRS

• Outdoor Unit Detail NON·PROTECTED ODU
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• Examples of 18 GHz in CMRS Networks
- 18 GHz has been used to provide interconnect to rural ~I

areas that could not be covered without substantially .
higher costs.

- 1-15 between Barstow and Las Vegas, NV

- 1-5 between Stockton and Bakersfield, CA

- 18 - 20 mile range of 18 GHz fits the 35 Ian maximum
distance of GSM

- Single rack unit eliminates need for buildings, reduces
costs, improves reliability

- 60% ofPBMS microwave interconnect is 18 GHz. (19%
for Cellular One in Boston)

~::~~~~~~ ~~ (!!J'~18 GHz Microwave and CMRS
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18 GHz Microwave and CMRS

~,

• Spectrum Sharing with Mobile Satellite Operators
- Worst Case:

• Main Beam - No Antenna Discrimination

• Co-Channel - No RF or IF Discrimination

• Distance from Terrestrial Receiver to Satellite: 400 km

• 4' Antenna at Terrestrial Receiver (44 dBi Gain)

- Free Space Path Loss
• FSL=32.45 + 20 log D + 20 log F = 169.6 dB

- Maximum Allowable Interference Level:
• -100 dBm, based on 20 dB Til, per TR-14.11, Bulletin 10-F

- Transmit Signal Level for - 100 dBm Interference level:
• -100 = EIRPsat - FSL + Ant Gain

• EIRPsat = 25.6 dBm (0.36 W)
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18 GHz Microwave and CMRS

• Spectrum Sharing with Mobile Satellite Operators
- A satellite on the same frequency could cause b

interference to a terrestrial microwave path transmitting
as little as 25.6 dBm (0.36 W).

- Typical satellite operations use transmit powers
between 60 and 90 dBm, (1000 to 1,000,000 W)EIRP.

- Typical satellite operation will cause a complete failure
for the terrestrial user for as long as these conditions
last. This will drop all user calls, including 911.

- Given the number of satellites that are proposed for
ubiquitous coverage, the interference conditions wil~ be
catastrophic for the terrestrial microwave users.
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• Spectrum Sharing with Mobile Satellite Operatots
- Co-channel spectrum sharing is not a viable option:-

- Repeated, short disruptions of service for satellite
interference is not tolerable.

- Band segmentation will be required to provide
sufficient frequency separation between the terrestrial
and satellite services.

- Relocation costs for the terrestrial services should be
paid for by the satellite services.

___~~~~~~ ~~ (!!J'~18 GHz Microwave and CMRS

'If



ulsgis

"""-""""~

http://uls-gis.fcc.gov/cgi-winlrnicmwave.exe

Point-To-Point licenses
By STATES

Frequency Range: 18,580.00 
18,760.00 MHz

zoom width: 2946.75 mile(s)
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This data last updated 01122/98

Mapped Licenses:
.....•....~--

KAJ30,MIDAMERICAN ENERGY CO,AVOCA,IA ~;

I KAZ42 , UNION PACIFIC RAILROAD COMPANY, OMAHA, NE \ i:
~ KBC20, COLORADO, STATE OF. EAGLE, CO ; \ i

I[ ~~;~: ~o~,,-~~:~~:;I~~~~:~-,,~~~' :O~TE~,:O_~

!Back] fGISH;rneJ r----~~ t .Ne';'- Li~~~~-Q:;-rY--J f3-;i;-j
Send comments and questions to:
<betacomm@fcc. gov>
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http://uls-gis.fcc.gov/cgi-winlmicrowave.exe

Point-To-Point licenses
By STATES

Frequency Range: 18,920.00
19,100.00 MHz

zoom width: 2946.75 mile(s)

This data last updated 01/22/98

Mapped Licenses:

I KAP30, COLORADO I STATE OF, DENVER, CO ~ i

011 KAv41, COLORADO, STATE OF, PUEBLO, CO ! !i
KBC21 , COLORADO, STATE OF, EAGLE, CO ; !I

it~~~::~~s~~~OE~!~~~_.~_~:~~~~~~~~~MiF~.IN~TO~ '~~~=".=,__= .._.-.,=-.._._=~_=~J

I Back II GIS HOme]!--~~;-I,""k~'-6~;;;y--' --] ~l-;;I
Send comments and questions to:
<beracomm@(cc, gol'>
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This data last updated 01/22/98

Mapped Licenses:

"
http://uls-gis.fcc.gov/cgi-winlmicrowave.exe

Point-To-Point licenses
By STATES

Frequency Range: 19,100.00 
19,160.00 MHz

zoom width: 2946.75 mile(s)

~@allsign _Jl!Jc<:~se~ J[g!i][State jll_ Detail by Callsign ._.. _..J

!It KAX44, EL PASO NATURAL GAS COMPANY, TECOLOTE, NM 1...11
·~l KCP56, EL PASO NATURAL GAS COMPANY, GALLUP, NM I ;I KCT51 , BURBANK, CITY OF, BURBANK, CA ji
. KEY37,QUESTAR INFOCOMM INCORPORATED, SALT LAKE CITY,UT ' Ii
; _KF09~: EL P!'"SO ~AT~~ ~., COM:~.:~~~F '_~_.- ........,o=~==_. __..==.....,."...J3J

rBackJf GIS' Home ]r:' Sele'c~;-~~;Q~~ry

Send comments and questions to:
<betGcomm@ fcc. gov>



ulsgis http://uls-gis.fcc.gov/cgi-winlmicrowave.exe

Point-To-Point licenses
By STATES

Frequency Range: 18,760.00 
18,820.00 MHz

zoom width: 2946.75 mile(s)
... - ..--_.- -- -,••_-- ••----.• -~,--"----'~----_ ••_._-"-,_.- - _.-.- ••.• -<~~..• -~'- -,-,.-.- _ •.•• _ •...•

•o !L~_~:~.~~~~_.._. __. .__=__,..
This data last updated 01122/98

~i~:::::: J~~[::}~~~l~=I==
KJV39,LIVINGSTON, COUNTY OF,GENESEO,NY ~:

, KKS72, EL PASO NATURAL GAS COMPANY, GIBSON,NM'!:
KKS76,EL PASO NATURAL GAS COMPANY,TECOLOTE,NM , Ii

II KKS79, EL PASO NATURAL GAS COMPANY, EL PASO, TX i !i

lLKMM20:~OS ANGE~~~, ~O~TY OF,~ANCA_ST~R,_~A.. ~"""",~Ej

I Back] [' GIS H~m~' 11"" Select N~w Lke~~-'-~JrH;l-;]

Send comments and questions to:
<betacomm@(cc.gov>



RELOCATION

• Relocation to higher frequency band, for example 23 GHz.
will reduce reliability in an average 18 GHz path by 10-15
dB without an increase in dish size due to higher ~I

attenuation characteristics.

-:-~~~~;:~=~ ~ (!!f'rtiJ
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• Relocation to 38 GHz would decrease reliability even more'
than above. 38 GHz would need to be leased by an
authorized provider.

• Relocation to a lower frequency raises cost of interconnect,
frequencies may not be obtainable and dish sizes will to be
increased from l' and 2' to 4' and 6' .
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RELOCATION (cont.)===~~~ ~~ (!!J'~
• 10 GHz Minimum dish size is 4'. Conditional license

cannot be obtained currently without a waiver, which
b

extends licensing period substantially. Much more
congested, therefore frequency availability is non-existent
.
In some areas.

1

• 11 GHz Minimum dish size is 6' which is unacceptable on
many building applications as well as towers which are
structurally loaded. Equipment cost higher. Congested
Bandwidth throughout Massachusetts. Many frequencies
have never relinquished making it extremely difficult to
obtain 6 GHz microwave links in the Boston area.
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~l• 18 GHz Relocation Options
- Thousands of links to relocate

- Shared by all fixed microwave services

- 23 GHz has higher attenuation

- 11 GHz has higher minimum payload requirements,
will require more complex modulation at higher cost.

- 11 GHz also proposed for satellite sharing

- 6 GHz band requires more expensive and much larger
equipment

- Segmentation of 18 GHz band

___=~~~~~ ~i (!!J'~18 GHz Microwave and CMRS
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